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Marine VHF Mobile

IC-M330GE

  Ultra Compact Body. Easy Installation in Limited Space. 

    (156.5 (W)x 66.5 (H) x 110.1 (D) mm)

 Easy-to-Read Full Dot-Matrix Display

  Intuitive User Interface

  New speaker design delivers dynamic, clear audio.

  Class leading receiver performance

  Built-in Class D DSC with a CH70 Dedicated Receiver

  Built-in GPS Receiver with supplied GPS antenna

  AquaQuake™ Draining Function

  IPX7 Waterproof Construction (1m depth for 30 minutes)

  Made in Japan Quality and Reliability

Accessories

Order Code Description

IC-M330GEB Ultra Compact, Waterproof, VHF Marine Mobile Transeiver (Black)

IC-M330GEW Ultra Compact, Waterproof, VHF Marine Mobile Transeiver (White)

Hand Microphone

HM235B Hand Microphone - Black (As Supplied)

HM235W Hand Microphone - White (As Supplied)

Transponder

MA500TR Class B AIS Transponder

External Speaker

SP37 External Speaker

Flush Mount Kit

MBF5 Flush Mount Kit

Data Cable

OPC-2014 NMEA Connector Cable 
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Hand Microphone (HM235B/W**), DC Power Cable, Mounting Bracket (MBF5) and GPS antenna (5m cable)

** B/W - Black or White color option


